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APPLICATION GOAL 
After performing a noise level safety audit, this customer was seeking a blowoff solution that would fall 
below OSHA’s allowable noise exposure Standard 29 CFR 1910.95(a) to replace their existing noisy, 
unsafe hand-held compressed air guns in their machining operation.    

BEFORE EXAIR 
The facility operated at 40 PSIG line pressure for all hand 
held blow guns to try and maintain a safe sound level. Their 
safety team measured sound levels 1’ away from the 
nozzles with a calibrated sound level meter. They recorded 
sound levels of 101 dBA. Under OSHA Standard 29 CFR 
1910.95(a), the operator would be limited to 2 hours of 
exposure at that noise level. The existing gun design also 
put the operators in close proximity to the cutting head. 

 

 

 

 

 

Testing our Model 1299-12 Soft Grip Safety Air Gun 
with 12” extension, they were able to reduce the sound 
level to 81 dBA @ 40 PSIG from 1’ away. This reduction 
of 20 dBA met their internal requirement of less than 85 
dBA. The addition of the 12” extension also kept the 
operator further away from the cutting head, resulting in 
safer operation. 

 

The original gun with a noise level of 101 dBA would limit operators to 2 hours of exposure per OSHA Standard 
29 CFR 1910.95(a) for allowable noise exposure levels. By installing the Model 1299-12, the customer reduced 
noise levels by 20 dBA to 81 dBA which fell well below the OSHA Standard and internal requirements. In 
addition, the Soft Grip Safety Air Gun w/ 12” extension keeps the operator at a safer distance from the cutting 
head, further increasing the overall safety on the production floor.  
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